
Your Central  Boi ler  Dealer

• Eliminates expensive disposal costs of scrap wood.

• Efficient heat recovery from disposal of pallets, crating 
material, wood remnants or cord wood.

• Loads easily with a forklift or by hand.

• Provides high capacity water heating.

• Heats multiple buildings, kilns,  
greenhouses and swimming pools.

• Works well with existing heating systems.

• Can be located up to 500 feet 
from buildings.

Pallet Burner

Cam Loc® Door  . . . . . . . . . . . .54”W x 50”H
Firebox . . . . . . . . . . . . . . . . . .72”L x 66”H x 54”W
Draft Control . . . . . . . . . . . . . .  Primary and secondary 
                                                                     power draft inducers
Steel Thickness  . . . . . . . . . . . .3/8”, 1/4”
Weight . . . . . . . . . . . . . . . . . .4,880 lbs
Water Capacity . . . . . . . . . . . . .556 gal.
Chimney . . . . . . . . . . . . . . . . .12 ft. (extensions available)

Reduce Waste, Recover Heat

The Pallet Burner is Dual Fuel Ready standard. The furnace 
can be fitted with an optional fuel oil, natural gas or propane 
burner (sold separately).

Fuel oil must be the proper viscosity to operate correctly.
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